20040410.ba v03_n635.bam.20040410 


>From ???@??? Sat Apr 10 15:59:38 2004 +0000 

Message-Id: <200404102059.i3AKx0K]027993@sco.theporch. com> 
Date: Sat, 10 Apr 2004 15:58:48 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3635 


BOATANCHORS Digest 3635 
Topics covered in this issue include: 


1) Re: [Hammarlund] A PRO-310 Question 
by "Grant Youngman" <nq5t@comcast.net> 
2) Re: [Hammarlund] A PRO-310 Question 
by "Arden Allen" <gumbear@pacbell.net> 
3) Re: [Hammarlund] A PRO-310 Question 
by "Grant Youngman" <nq5t@comcast.net> 
4) Re: [Hammarlund] A PRO-310 Question 
by Scott Robinson <spr@earthlink.net> 
5) Pro-310 and W4AMI update 
by "David L. Thompson" <thompson@mindspring.com> 
6) Re: [Hammarlund] A PRO-310 Question 
by "Grant Youngman" <nq5t@comcast.net> 
7) Davco and Squires Sanders 
by "Freeberg, Scott (STP)" <Scott.Freeberg@guidant.com> 
8) Re: Davco and Squires Sanders 
by Heinz und Hannelore Breuer <hbreuer@debitel.net> 
9) BC-348 crystal filter 
by "John Gibson" <gibsonj@mindspring.com> 
10) Re: HQ-110 parts needed (antenna coil for 40 meters etc) 
by Joe LeKostaj <jm_lekostaj@attglobal.net> 
11) Re: Davco and Squires Sanders 
by Edward Knobloch <k4pf@juno.com> 
12) ADMINISTRIVIA: No More Reposts 
by listown@nanniandjack.com (Mail List Owner) 
13) Re: BC-348 crystal filter 
by Bob Roehrig <broehrig@aurora.edu> 
14) Re: BC-348 crystal filter 
by "Hue Miller" <kargo_cult@msn.com> 
15) RE: BC-348 crystal filter 
by "WF2U" <wf2u@starband.net> 
16) Re: BC-348 crystal filter 
by WA5CAB@cs.com 
17) Re: BC-348 crystal filter 
by "Hue Miller" <kargo_cult@msn.com> 
18) AN/SRC-501 Mockup 


by Jerry Proc <jerry.proc@sympatico.ca> 
19) Re: AN/SRC-501 Mockup 
by David Stinson <arc5@ix.netcom.com> 
20) Re: AN/SRC-501 Mockup 
by W7QHO@aol.com 
21) Hy-Gain GT550A parts wanted 
by "Bob Kemp" <bkemp@bobkemp.com> 
22) FS: CD-112 
by WA5CAB@cs.com 
23) SB200 primary voltage selection help? 
by john <johnmb@nc.rr.com> 
24) Re: GB> SB200 primary voltage selection help? 
by "Don Ehrlich" <ehrlich@olypen.com> 


From: "Grant Youngman" <nq5t@comcast.net> 

To: Old Tube Radios <boatanchors@theporch. com> 
Date: Thu, 08 Apr 2004 22:21:12 -0500 
MIME-Version: 1.0 

Subject: Re: [Hammarlund] A PRO-310 Question 
Message-ID: <4075D058.285.2242911F@localhost> 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 
Content-description: Mail message body 


> 
> Borrow your Wife's kitchen meat thermometer and leave it in the 
> questionable heat area for an hour. works on all turkeys 


Well, that would be a great idea if I could plug in my 310 and let it 
heat up. But you missed the point that it's currently in pieces. So 
there's no way to do that .. and once it's back together and heating .. 
it's too late. 


Message-ID: <004501c41de4$019e5840$5be57443@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: [Hammarlund] A PRO-310 Question 
Date: Thu, 8 Apr 2004 20:37:34 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


My take on the PRO-310 tuning slippage problem is that there is too much 
load on the tuning cord for it to work without slippage. Cleaning and 
lubrication of all of the tuning mechanics should come first. Am I in the 


boat? 


Arden Allen 
KB6NAX 


From: "Grant Youngman" <nq5t@comcast.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Thu, 08 Apr 2004 23:24:31 -0500 
MIME-Version: 1.0 

Subject: Re: [Hammarlund] A PRO-310 Question 
Message-ID: <4075DF2F.4061.227C8A12@localhost> 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 
Content-description: Mail message body 


> My take on the PRO-310 tuning slippage problem is that there is 
too 

> much load on the tuning cord for it to work without slippage. 

> Cleaning and lubrication of all of the tuning mechanics should 
come 

> first. Am I in the boat? 


Of course you're in the boat .. 


Cleaning and lubrication of the tuning mechanics in an essential 
piece. However, doing so is not a casual Saturday afternoon at 
the bench :-) And there are other issues of aging components that 
affect slippage as well. 


I have one cord that is no longer servicable, and so am poking at 
alternative solutions. The radio is currently in pieces, so I have no 
way to assess the normal operating temperature reached behind 

the front panel. That temperature is one aspect of selecting a 
material for replacement tuning belts. And depending on the belt 
material, other aging pieces may or may not need to be replaced 

with one-off custom made parts. 


I'll update the website this weekend with tests of some replacement 
options, etc. But I'm concerned that I may still need to find solutions 
that can withstand a higher normal operating temperature than 

some of the material samples I currently have. 


Grant/NQ5T 
http://www. globeking.com/PRO310 


Mime-Version: 1.0 

Message-Id: <p06020401bc9bdbef1d74@[216.175.102.124]> 

Date: Thu, 8 Apr 2004 21:53:00 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Scott Robinson <spr@earthlink.net> 

Subject: Re: [Hammarlund] A PRO-310 Question 

Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


Grant, 


I have some experience with using o-rings as drive belts. The 
material recommended for this purpose by Parker O-ring 
representatives (look at their on-line catalog-very informative!) is 
not urethane but ethylene propylene in a fairly hard formulation, 90 
durometer as I recall. I suggest you investigate its properties and 
forget the urethane. It may be better at high temperatures. 


Regards, 


Scott 


Message-ID: <012501c41df£4$9ffe85e0$d18d56d1@default> 
From: "David L. Thompson" <thompson@mindspring.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Pro-310 and W4AMJ update 

Date: Fri, 9 Apr 2004 01:36:35 -0400 


The recent discussion on the Hammarlund Pro-310 and my comments about Frank 
Lester W4AMJ deserve an update. 


Croft VE3CT, QCWA President, told the Atlanta QCWA chapter that Frank is now 
QRT. At age 96 he and the wife have moved to an assisted living complex. 
Croft also mentioned he is one of three surviving QCWA founders (as W2AM)). 


If anyone is near Englewood, Florida I suspect Frank is open for a eyeball. 
I will try to get contact info. 


73 Dave K4I3RB 


From: "Grant Youngman" <nq5t@comcast.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Fri, 09 Apr 2004 08:12:11 -0500 
MIME-Version: 1.0 

Subject: Re: [Hammarlund] A PRO-310 Question 


Message-ID: <40765ADB.7253.245F99FC@localhost> 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 
Content-description: Mail message body 


Thanks, Scott ... 
I'll check this out. 


I've really just started investigating available materials, and found a 
boggling number of options. I'm an electrical and not mechanical 
engineer, so I'm coming up on the learning curve about material 
properties and durometers, etc. as fast as I can read. All I can say 
is thank goodness for the internet, so the search is easier than it 
used to be thumbing through the old print volumes of the Thomas 
Register :-) 


I have inquiries in to a couple of endless belt manufacturers, who 
supply such things in a variety of formulations. I'm also talking to a 
company on the east coast that I think can recreate the original 
endless braided belt (never thought I'd find THAT available) -- but 
going that way causes other complications that I may be able to 

avoid by using a synthetic material for the belt, provided the material 
can take the receiver's internal heat and provide long life without 
degrading. 


The urethane belts were available from stock at McMaster-Carr and 

a couple of other places, so I started down the path of low cost and 
easy availability. Although, after looking at the McMaster-Carr 
product, I'm not entirely happy with the way the butt weld looks 
when the belt is tensioned. 


Regards ... Grant/NQ5T 


Grant, 


I have some experience with using o-rings as drive belts. The 
material recommended for this purpose by Parker O-ring 
representatives (look at their on-line catalog-very informative!) is 
not urethane but ethylene propylene in a fairly hard formulation, 90 
durometer as I recall. I suggest you investigate its properties and 
forget the urethane. It may be better at high temperatures. 


Regards, 


Scott 


VV VV VV VV VV VV OV 


Grant Youngman /NQ5T 
http://www. globeking.com 
nq5t@comcast.net < == NEW 


content-class: urn:content-classes:message 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 
Subject: Davco and Squires Sanders 
Date: Fri, 9 Apr 2004 09:57:33 -0500 
Message-ID: <42ECC21B33DFF245BAFAF57274BA5CE501E6F8CF@stpmse04.stp.guidant.com> 
From: "Freeberg, Scott (STP)" <Scott.Freeberg@guidant.com> 
To: Old Tube Radios <boatanchors@theporch.com> 


I was looking at some later 1960's QST's last night while listening to = 
the Collins 75 meter SSB net. I saw the ads for Squires-Sanders and = 
Davco. WHile I remember seeing them in the ads back then, I've never = 
actually seen them in person. I have no input on the Davco at all, and = 
I seem to recall hearing the Squires-Sanders were pretty good. Thats = 
all I have. Are there any list members that have these radio's? I'd like = 
to talk about those radio's. Thanks. 

73, Scott WAQIWFA 

http: //www.qsl.net/wa9wfa 


Message-ID: <4076BE3E.B3120865@debitel .net> 

Date: Fri, 09 Apr 2004 17:18:00 +0200 

From: Heinz und Hannelore Breuer <hbreuer@debitel.net> 
MIME-Version: 1.0 

CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Davco and Squires Sanders 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

To: Old Tube Radios <boatanchors@theporch.com> 


Hi, 


while we are at it I have a SS-1R receiver with a wrong tuning knob. 
Some previous owner replaced it with a spinner knob. Anybody has the 
right knob available? 

Another silly quesion: Anybody has a SS-1T transmitter or the SS-1V 
panoramic adapter for sale? Still dreaming ... frankly I don't think so 


but it can't hurt to ask. 


Sorry can't say much about its performance other than repeat the praises 
about the 7360 mixer tube. It is in storage right now and has been there 
for years. Hopefully my new shack will be ready before the end of the 

year. Can't wait to unpack all the stuff. It will be like Xmas for weeks 


73 
Heinz DH2FA, KM5VT 


"Freeberg, Scott (STP)" wrote: 

> 

> I was looking at some later 1960's QST's last night while listening to the 
Collins 75 meter SSB net. I saw the ads for Squires-Sanders and Davco. WHile I 
remember seeing them in the ads back then, I've never actually seen them in 
person. I have no input on the Davco at all, and I seem to recall hearing the 
Squires-Sanders were pretty good. Thats all I have. Are there any list members 
that have these radio's? I'd like to talk about those radio's. Thanks. 

> 73, Scott WAIWFA 

> http://www.qsl.net/wa9wfa 


Date: Fri, 09 Apr 2004 09:17:55 -0700 

Subject: BC-348 crystal filter 

From: "John Gibson" <gibsonj@mindspring.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-version: 1.0 

Content-type: text/plain; charset="US-ASCII" 
Content-transfer-encoding: 7bit 

Message-Id: <E1BByj0-0001eT-O0@barry .mail.mindspring.net> 


I have just finished overhauling a BC-348P. The black molded paper caps 
were universally bad and I replaced them. The block paper caps were in 
surprisingly good condition and so were left alone. The set was then aligned 
as per the manual with the sig gen set to the crystal frequency peak when 
tuning the IF's. 

The radio now met specs for sensitivity on wide band but when I switch to 
the crystal filter position there is a big drop in sesitivity of some 30 db. 
Likewise another BC-348R of mine shows a 20db drop. Is this normal? could 
the sensitivity in the crystal position be improved? 


Thanks, John. 


Mime-Version: 1.0 

Message-Id: <p05010405bc9c815b336f@[192.168.1.4]> 

Date: Fri, 9 Apr 2004 11:39:43 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Joe LeKostaj <jm_lekostaj@attglobal.net> 

Subject: Re: HQ-110 parts needed (antenna coil for 40 meters etc) 
Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


I'll bet you can find what you need at http://www.timesavers.com 
They seem to have everything for the clock builder and restorer, 
including 24-hour movements. 


73, 
Joe KILY 


At 10:07 AM -0600 4/8/04, Deane McIntyre wrote: 

> 

>In this rx the clock is working but is missing its hands, 
>crystal, and also the small knob just below it (the "“off/ 
>on/auto" for the clock). Any source for these parts? 


To: Old Tube Radios <boatanchors@theporch. com> 
Cc: boatanchors@theporch.com 

Date: Fri, 9 Apr 2004 13:20:33 -0400 

Subject: Re: Davco and Squires Sanders 
Message-ID: <20040409.132033.752.2.k4pf£@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: Edward Knobloch <k4pf@juno.com> 


<Scott.Freeberg@guidant.com> writes: 

> I was looking at some later 1960's QST's last night while listening 
> to the Collins 75 meter SSB net. I saw the ads for Squires-Sanders 
> and Davco. WHile I remember seeing them in the ads back then, I've 
> never actually seen them in person. I have no input on the Davco at 
> all, and I seem to recall hearing the Squires-Sanders were pretty 
> good. <snip> 


Hi, Scott 
Jim Garland, a Boatanchors collector and member of this reflector, 


has an excellent page on the Davco DR-30 receiver: 
http: //www.w8zr.net/vintage/receivers/davco.htm 


73, 
Ed Knobloch 


Message-Id: <200404091815.i39IFOVj014105@osr506.nanniandjack.com> 
From: listown@nanniandjack.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: No More Reposts 

Date: Fri, 9 Apr 2004 11:15:00 -0700 (PDT) 


Gang- 


This is a reminder that reposting of For Sale or Wanted items from 
other internet sources (lists and auctions) is discouraged.... 
nay prohibited on the BoatAnchors list. 


If a BA list member wants to post the item elsewhere and on the BA list, 
that creates NO problem. What we are trying to avoid are "seen on EBay" 
or "prime rig on xxx list" type posts... Very few BA members limit their 
searching to just the BA list! 


The problem comes when the poster in the other venue is not asked about 


the re-post... without the permission of the poster, problems are 
guaranteed, and I do not have the time, the energy, or the desire 
to address and deal with the headaches that re-posting causes... I'll 


grant you that folks in other venues need to be re-calibrated, but I do 
NOT want to referee! ;%) 


So, henceforth, let's have NO re-posts from other sources referred to 
the list. Yes, I know this may sound pretty provincial, but those who 
really care have browsers and know where to look, and those who don't, 
probably don't.... 


I do NOT need the aggravation of someone who posts to a newsgroup and 
then has to fight off the hungry folks from the BA list who want to 
rearrange his viewpoint or calibrate his selling technique. 


ENOUGH! Already... Just don't do it! 


73 
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - - 
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose" 


"Tl n'y a que les idiots qui ne changent jamais d'idee" 
Fri Apr 9 11:15:00 PDT 2004 


Date: Fri, 9 Apr 2004 15:41:11 -0500 (CDT) 


From: Bob Roehrig <broehrig@aurora.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: BC-348 crystal filter 

Message-ID: <Pine.OSF.4.58.0404091539330.92016@mail.aurora.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Fri, 9 Apr 2004, John Gibson wrote: 


> Likewise another BC-348R of mine shows a 20db drop. Is this normal? could 
> the sensitivity in the crystal position be improved? 


Two things come to mind - align the IFs to the xtal frequency, which is 
not necessarily the "book" frequency. Also, I have heard of those that 
took the xtal apart and cleaned it for better results. I had no problems 
with my "Q" model. 


Bob Roehrig 
Aurora University Telecom/IS dept. 
broehrig@aurora.edu 73 de K9EUI 
630-844-4898 fax 630-844-4222 


From: "Hue Miller" <kargo_cult@msn.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: BC-348 crystal filter 
Date: Fri, 9 Apr 2004 14:14:33 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 
Message-ID: <BAY5-DAV33CZPdSWCst000151aa@hotmail.com> 


I have seen these both ways, working as just a "decrease sensitivity" 
control and working as an actual crystal filter. I would do as Bob R. 
recommended, remove the crystal from its holder and clean off any 

wax etc. that seeped in. If you want it to work as a crystal filter, keep 
in mind that when you align it, the tuned circuit following the crystal 

is NOT tuned exactly to resonance - selectivity INCREASES in the 

crystal position (only ), as you off-tune it. This is the same way the 
selectivity control works as on the HRO, except the HRO brought out 

the tuning control for this tuned circuit to the front panel. 

I can't recall the article date right now, but 73 mag had an article called 
something like "A Second Chance BC-348 Crystal filter", that changed 

the crystal filter, non-destructively, it seemed to me, to a more conventional 


circuit with phasing control. I do not know if that article would apply to 
your model. 

Good luck with this- i would like to know how you make out, as i have 
never myself taken apart the crystal. 

-Hue Miller 


From: "WF2U" <wf2u@starband.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: BC-348 crystal filter 
Date: Fri, 9 Apr 2004 18:20:31 -0400 
Message-ID: <NABBLNEJDDKECLKHCAAPMEMLKAAA.wf2u@starband.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Most likely the crystal, due to aging, doesn't resonate at the specified 
(915 KHz in the BC-348) IF frequency but it may be off a couple of kHz. 

If you peaked the IF stages and you throw in the crystal filter which 
doesn't resonate at the IF frequency, you'll have the attenuation effect. 
You have to find the resonant frequency of the crystal, by injecting a 
signal into the filter stage and finding the frequency at which the output 
peaks. 

Then resonate the IF to that frequency and touch up the Local Oscillator for 
the correct frequency on the receiver dial. 

All receivers with crystal filters have to be tuned up that way, although 
not every manufacturer's manual will specify this. For example, the 
Hammarlund SP-600 manual expressly mentions this procedure. 

Only if tuning the IF to the crystal frequency doesn't help, should you 
physically open the crystal holder and attempt to clean it. If it works, 
it's better to leave it alone or else you may have to look for a 
replacement... 


My 2 cents' worth, but my experience as well... 


73, Meir WF2U 
Gowensville, SC 


From: WA5CAB@cs.com 

Message-ID: <142.267ca6cb.2da87f£cc@cs.com> 
Date: Fri, 9 Apr 2004 18:38:04 EDT 

Subject: Re: BC-348 crystal filter 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 


Content-Type: multipart/alternative; 
boundary="part1_142.267ca6cb.2da87fcc_boundary" 


--part1_142.267ca6cb.2da87fcc_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Group (and John) 


I imagine John is gritting his teeth by now but doesn't want to say anything. 
But his original post did say specifically that he aligned the IF's to the 
crystal peak (not the nominal 915 KC). :-) 


I have a lot of experience with the BC-348's cousins (BC-312, et al) but not 
much with them. However, I'd be inclined to agree with one or two others who 
recommended disassembling and cleaning the crystal. I'll add that after doing 
so, the crystal peak should be re-measured, as it may have shifted slightly. 


73 

Robert Downs - Houston 
<http://www.wa5cab.com> (Web Store) 
<wa5cab@cs.com> (Primary email) 
<wa5cab@houston.rr.com> (Backup email) 


--part1_142.267ca6cb.2da87fcc_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KK KK KR KK KK KK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KKK KK KKK KK KKK KKK KK 


+ + FF FF OF 
+t FF FF FF 


--part1_142.267ca6cb.2da87fcc_boundary- - 


From: "Hue Miller" <kargo_cult@msn.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: BC-348 crystal filter 
Date: Fri, 9 Apr 2004 16:04:21 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 


Content-Transfer-Encoding: 7bit 
Message-ID: <BAY5-DAV54G4mokKC9dDO0012dcb@hotmail . com> 


The 915 kcs. LC circuits in the IF are not really so selective that drift 
of the crystal over the years is going to throw the alignment severely 
off. That is a secondary issue. I think the bad news is, you are going 

to have to look at the crystal itself - i mean, by taking it apart. 


BTW, having an extra crystal on hand here, i have thought of trying to 
grind it up to 918 kcs. and then using it in place of the neutralizing cap 
in a simple 2-crystal filter. I wonder, at this frequency, is that much of 
a freq change likely to work? 

-Hue Miller 


Message-ID: <40774315.647BF885@sympatico.ca> 
Date: Fri, 09 Apr 2004 20:43:01 -0400 

From: Jerry Proc <jerry.proc@sympatico.ca> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: skywide@yahoogroups.com 

Subject: AN/SRC-501 Mockup 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello Everyone, 


For the last 10 years I have been actively searching for the AN/SRC-501, 
a 12 watt, 2-4 mHz AM radiotelephone and the last missing radio aboard 
HMCS HAIDA. Needless to say I have not been successful in spite of 
constantly visiting flea markets and writing to 75 ham radio clubs 
across Canada back in 1995. So what does one do when something is 
unavailable? One option is to do without. Another option is to build a 
mockup. 


After 40+ hours of labour, I have reproduced a reasonable mockup of the 
'501 radio. Not only does it have a functioning dial light but it has 
some capability to receive stations in the AM band same as the 

original. When it was in service with the Royal Canadian Navy, this 
radio was used to communicate between the Electronic Warfare offices of 
ships in company. 


The reference image and the final product can bee seen at: 


http: //webhome. idirect.com/~jproc/test/src501_ref.jpg (reference) 
http: //webhome. idirect.com/~jproc/test/src501_mu3. jpg (final) 


Regards, 

Jerry Proc VE3FAB 

Toronto, Ontario 

e-mail: jerry.proc@sympatico.ca 

http: //webhome. idirect.com/~jproc/ve3fab 


Message-ID: <4077437B.4080603@ix.netcom.com> 

Date: Fri, 09 Apr 2004 19:44:43 -0500 

From: David Stinson <arc5@ix.netcom. com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com>, skywide@yahoogroups.com 
Subject: Re: AN/SRC-501 Mockup 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Jerry Proc wrote: 


After 40+ hours of labour, I have reproduced a reasonable mockup of the 
‘501 radio. Not only does it have a functioning dial light but it has 
some capability to receive stations in the AM band same as the 

original. When it was in service with the Royal Canadian Navy, this 
radio was used to communicate between the Electronic Warfare offices of 
ships in company. 


The reference image and the final product can bee seen at: 


http: //webhome. idirect.com/~jproc/test/src501_ref.jpg (reference) 
http: //webhome. idirect.com/~jproc/test/src501_mu3.jpg (final) 


VVVV VV VV VV WV 


Your replica is a beautiful piece of work, Jerry. 

I, for one, do support using quality replicas when original 
equipment is unobtainable, and this one is definatly "quality." 
73 Dave S. 


From: W7QHO@aol.com 

Message-ID: <24.535£81fc.2da89e95@aol . com> 
Date: Fri, 9 Apr 2004 20:49:25 EDT 

Subject: Re: AN/SRC-501 Mockup 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 


Content-Type: multipart/alternative; 
boundary="part1_24.535f81fc.2da89e95_boundary" 


--part1_24.535£81fc.2da89e95_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Jerry, 
VERY nice work! 


Dennis D. W7QHO 
Glendale, CA 


--part1_24.535f81fc.2da89e95_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KK KK KKK KKK KK KK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KK KK KK KK KK KK KK KK KK KKK KKK KK 


+ Fs + FF HF 
+t + + FH OF 


--part1_24.535£81fc.2da89e95_boundary -- 


Message-ID: <000501c41eac$48341ec0$6501a8cO@radio> 
From: "Bob Kemp" <bkemp@bobkemp. com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Hy-Gain GT550A parts wanted 
Date: Fri, 9 Apr 2004 22:31:15 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I'm in need of a parts unit (or working) GT-550A. Could also use the 
Calibrator and VOX board if anyone has this unit around. 
Bob 


From: WA5CAB@cs.com 
Message-ID: <85.920b8e0.2da96038Q@cs.com> 


Date: Sat, 10 Apr 2004 10:35:36 EDT 

Subject: FS: CD-112 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; boundary="part1_85.920b8e0.2da96038_boundary" 


--part1_85.920b8e0.2da96038_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Groups, 


For sale, Cord CD-112, excellent condition, $35.00 plus shipping. Cord 
connsists of 18" of armored cable with PL-62 each end. One ref says used to 
connect BC-AA-192 Control Box to TM-AA-160 Terminal Box and U/W BC-AA-191 in 
original SCR-177. 


73 

Robert Downs - Houston 
<http://www.wa5cab.com> (Web Store) 
<wa5cab@cs.com> (Primary email) 
<wa5cab@houston.rr.com> (Backup email) 


--part1_85.920b8e0.2da96038_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KKK KK KKK KK KKK KK KKK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK RK KK KR KK KKK KK KR KK KKK KK KKK KKK 


* 
* 
* 
* 


+ + + FF FF OF 


--part1_85.920b8e0.2da96038_boundary- - 


Message-Id: <3.0.3.32.20040603150418 .0279cce0@pop-server.nc.rr.com> 
Date: Thu, 03 Jun 2004 15:04:18 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 

Subject: SB200 primary voltage selection help? 

Mime-Version: 1.0 

Content-Type: multipart/mixed; x-avg-checked=avg-ok-3F91707B; 
boundary="=======53B37DB4=======" 


Content-Type: text/plain; x-avg-checked=avg-ok-3F91707B; charset=us-ascii 
Content-Transfer-Encoding: 8bit 


Can someone with a manual tell me how the 200 power supply is strapped 
to select 120V primary operation? I've got the manual fragment from 
BAMA , but it doesn't have that portion. 


Thanks! 
John K5MO 


Content-Type: text/plain; charset=us-ascii; x-avg=cert; x-avg-checked=avg- 
ok-3F91707B 
Content-Disposition: inline 


Checked by AVG anti-virus system (http://www. grisoft.com). 
Version: 6.0.622 / Virus Database: 400 - Release Date: 3/13/04 


Message-ID: <0Q02201c41f£3e$928e4£d0$1746433£@o0emcomputer> 
From: "Don Ehrlich" <ehrlich@olypen.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: GB> SB200 primary voltage selection help? 
Date: Sat, 10 Apr 2004 13:58:26 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


John, 


For 120 vac input terminals 1 and 2 are tied together, terminals 3 and 
4 are tied together. 


For 240 vac input terminals 2 and 3 are tied together. 


Terminal 1 is next to the edge of the chassis, terminal 4 is towards 
the center of the chassis. 


Don K7FJ 


sees Original Message ----- 

From: "john" <johnmb@nc.rr.com> 

To: <glowbugs@piobaire.mines.uidaho.edu>; <boatanchors@theporch.com> 
Sent: Thursday, June 03, 2004 12:04 PM 

Subject: GB> SB200 primary voltage selection help? 


> Can someone with a manual tell me how the 200 power supply is 
strapped 


> to select 120V primary operation? I've got the manual fragment from 
> BAMA , but it doesn't have that portion. 

> 

> Thanks! 

> John K5MO 

> 

> 

> a 

> 

> Checked by AVG anti-virus system (http://www.grisoft.com). 

> Version: 6.0.622 / Virus Database: 400 - Release Date: 3/13/04 
> 


End o£ BOATANCHORS Digest 3635 
KAKKKKKK KKK KAKI KK 


